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Abstract—Device and tuning characteristics of sampled grating
tunable twin-guide laser diodes are presented. The vertically inte-
grated, monolithic widely tunable laser requires only two tuning
currents to fully cover a wavelength range of more than 40 nm by
electrooptic tuning. Its tuning behavior is quasi-continuous with
up to 8.2-nm broad continuous tuning regions. High sidemode sup-
pression (SMSR 35 dB) as well as large output power (
10 mW) are obtained over the wavelength range from 1520.5 to
1561.5 nm.
Index Terms—Distributed feedback (DFB), optical commu-
nication, semiconductor lasers, tunable lasers, Vernier effect,
wavelength tuning.
I. INTRODUCTION
WIDELY tunable laser diodes with tuning ranges of sev-eral tens of nanometers are key components for optical
communication networks [1]. While being crucial for the devel-
opment of advanced optical networks that, for example, perform
switching solely in the optical domain, they additionally offer
potential for inventory cost reduction in present dense wave-
length-division-multiplexing networks. This requires, however,
that the tunable laser performs equally well as the conventional
fixed wavelength distributed feedback (DFB) laser and is at the
same time only slightly more expensive.
Even though widely tunable lasers have been extensively
investigated in recent years (for an overview see [1] and [2]),
presently available monolithic devices suffer from complex
tuning schemes, requiring three or even more tuning currents
to set the emission wavelength. Accordingly, device characteri-
zation and control is complicated, time-consuming and, hence,
expensive.
Monolithic widely tunable laser diodes can be divided into
two classes: distributed Bragg reflector (DBR)- and DFB-type
devices. Inherent to all DBR-like lasers [1], [3], [4] is that they
require a phase tuning section to adjust the cavity mode loca-
tion. On the other hand, a phase tuning section is not needed in
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Fig. 1. Schematic drawing of a widely tunable twin-guide laser diode with
SGs. For the sake of clarity, the window structures have not been included in
the figure.
DFB-like devices [5]–[8]. Hence, they offer potential to facil-
itate device characterization and control by a reduction of the
number of tuning currents, which is desirable as long as the de-
vice performance is not impaired.
However, despite this apparent advantage of the DFB-based
device concepts, only little experimental data has been pre-
sented to date. Decent performance has been obtained from
thermally widely tunable DFB-like devices [8], while their
electronically tunable counterparts, which are commonly pre-
ferred because of their higher tuning speed, have so far only
shown comparatively poor performance [5], [9]. In this letter,
we demonstrate for the first time state-of-the-art performance
of electronically widely tunable DFB-type laser diodes. The
presented sampled grating tunable twin-guide (SG-TTG) lasers
fully cover a tuning range of over 40 nm with high sidemode
suppression and large output power.
II. DEVICE DESIGN AND FABRICATION
The SG-TTG laser, as schematically depicted in Fig. 1, is
based on the DFB-TTG laser [10]. In the SG-TTG laser [7], the
vertically integrated tuning layer is longitudinally split into two
sections, that contain sampled gratings (SGs) instead of DFB
gratings. The sampling periods ( and ) of the SGs in
the front and rear tuning section are slightly different. Thus, the
comb-like reflection spectra of the SGs possess a slightly dif-
ferent periodicity, which permits the use of Vernier-effect tuning
[11] to achieve wide quasi-continuous wavelength coverage.
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Whereas continuous tuning is obtained by tuning both reflec-
tors simultaneously, large wavelength jumps, so-called super-
mode hops, are obtained by tuning one reflector while leaving
the other one unchanged. Due to the vertical integration of ac-
tive and tuning section, the laser behaves in essence like a DFB
laser. Therefore, a phase tuning section is not necessary and only
two tuning currents are required.
The devices were realized in a buried heterostructure design
using the GaInAsP–InP material system. All four epitaxial steps
were carried out in an Aixtron AIX 200/4 metal–organic vapor
phase epitaxy system. The active region consists of a strained
layer multi quantum well with an emission peak wavelength of
1.55 m. The SGs were fabricated by a combination of holo-
grahpy and optical lithography. The gratings with a pitch of
236 nm were etched into the 280-nm-thick tuning layer
m . The effective coupling coefficient is estimated to
be 10 cm . The SGs have been designed to obtain a reflection
peak spacing of 5.0 and 5.5 nm in the front and rear reflector,
respectively.
The fabrication starts with the growth of the basic TTG struc-
ture. The last layer grown in this epitaxy step is the tuning layer,
wherein then the gratings are defined. They are overgrown in the
second epitaxy step by a thin -InP cap. Subsequently, stripe
mesas are etched by reative ion etching and laterally embedded
with n-InP in a selective area epitaxy step. Finally, another se-
lective area epitaxy step is carried out for the growth of the p-InP
cladding. The devices are finalized by applying passivation and
metallization layers.
Since facet reflections would interfere with the SG reflec-
tion spectrum and cause distortions, the front and back facets
were formed by a combination of antireflection (AR) coatings
and window structures [12] in order to obtain a facet reflectivity
below . The 1200- m-long and 1.3- m-broad buried mesa
was terminated approximately 30 m before the facet.
III. DEVICE AND TUNING CHARACTERISTICS
Characterization of the laser diodes was carried out at
a heatsink temperature of 20 C. With tuning sections left
unbiased, the devices reach the lasing threshold at an active
region current of 27 mA, corresponding to a current density
of only 1.7 kA/cm . The output power typically saturates at
20–25 mW due to the onset of leakage currents. Even higher
output power levels should be obtainable by incorporation of
blocking layers [13].
For the measurement of the tuning characteristics, the active
region current was set to 250 mA, slightly beyond the output
power saturation point. Both tuning currents were swept in a
nonlinear way up to a maximum current of 45 mA. The wave-
length map shown in Fig. 2 reveals the location of the var-
ious supermodes. Within these supermodes, the emission wave-
length can be continuously and mode-hop-free tuned by up to
8.2 nm. Only minor variations in the sidemode suppression ratio
(SMSR) are observed during continuous tuning.
The emission wavelength as function of the rear reflector
tuning setting was extracted from the wavelength map for the
nine central supermodes and is depicted in Fig. 3. As can be
seen, the spacing of the supermodes as well as the wavelength
Fig. 2. Wavelength map of an SG-TTG laser diode. The various supermodes
are enclosed by bold lines. Thin solid lines within the supermodes indicate
iso-wavelength contours that are spaced in 1.0-nm intervals and are shown as
a visual aid for determining the continuous tuning range of each supermode.
Within the supermodes, continuous mode-hop free wavelength tuning of up to
8 nm is possible.
Fig. 3. Emission wavelength versus rear reflector tuning for the nine central
supermodes of Fig. 2. Each supermode is unambiguously identified by the
relationship between front and rear reflector tuning.
Fig. 4. Optical emission spectra of three neighboring supermodes,
demonstrating the high spectral purity of the SG-TTG laser.
change within each of the supermodes is absolutely regular. Fur-
thermore, the supermode spacing is also in good agreement with
the SG design. These findings clearly show that spurious facet
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Fig. 5. Ex-facet output power and SMSR (a) as well as front and rear tuning current (b) versus emission wavelength. The bold horizontal line at the bottom of the
graphs is shown as a visual guide to easily locate gaps within the tuning range. A wavelength range of more than 40 nm is completely covered with SMSR  35 dB
and output power  10 mW.
reflections are effectively suppressed by the AR-coated window
structures.
Optical emission spectra (Fig. 4) of three neighboring super-
modes illustrate the high spectral purity of the SG-TTG laser. As
usual for lasers employing Vernier-effect tuning, the SMSR is
limited by reflections due to the nonvanishing overlap of neigh-
boring SG reflection peaks and not by an adjacent cavity mode.
Theoretically, a perfectly AR-coated DFB-laser exhibits two
equally strong modes on either side of the stop-band. To lift this
degeneracy, a distributed -phase shift has been created in the
center of some devices by narrowing the mesa width. However,
experimentally it turned out that a phase shift is not essential to
obtain longitudinal single-mode operation.
Output power, SMSR, and tuning currents as function of the
emission wavelength are shown in Fig. 5. As can be seen, the
SMSR is around 40 dB over most of the tuning range and re-
mains above 30 dB even at the upper and lower limits of the
tuning range. The output power varies between 8 and 24 mW.
Over a wavelength range of 41 nm (from 1520.5 to 1561.5 nm),
the SMSR and output power remain above 35 dB and 10 mW,
respectively.
With both tuning sections being left unbiased, lasing takes
place at a wavelength of 1550 nm. By tuning the rear and leaving
the front tuning section unchanged, supermode hops take place
toward shorter wavelength. Vice versa, supermode hops toward
longer wavelength are obtained. The absolutely regular behavior
of the tuning currents [Fig. 5(b)] again proves the regular tuning
behavior of the SG-TTG. Due to the high tuning efficiency of
the TTG laser, only small tuning currents are needed. For the
present devices, a maximum tuning current of 45 mA is already
sufficient to obtain tuning over a 40–50-nm wavelength range.
IV. CONCLUSION
Sampled grating widely tunable twin-guide laser diodes,
which fully cover a tuning range of more than 40 nm with high
SMSR ( 35 dB) and large output power ( 10 mW), were
presented. The SG-TTG laser requires only two tuning currents
for wide quasi-continuous tuning and offers up to 8.2-nm broad
continuous tuning regions. Hence, its characterization and
control can be easy and fast.
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